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Article-No: 5212105
Diffuser luminaires
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LUNA BL RETRO 1.6m PCi
1x35W

Luminaire-housing without lightsource. Suitable
forT8 LED tubes 230V, AC 50/60Hz. Housing

is made of whitepolycarbonate (IK 08, impact
resistant). Easy installationdue to easy access to
wiring (through three differentceiling cable inlets
and flexible PRACHT-CLIP SYSTEM.High quality

two component stainless steel clips,diffusor made
of clear but structured PC (frosted).Suitable for
ceiling, wall and pendant mounting.Through-wiring
with optional equipment possible.Comes with built-
in tube carrier for additionallybought T8 LED tubes.

GTIN 4018098334712
Statistical product number 94054239

DIMENSIONS AND WEIGHTS OUTPUT
Length 1584 mm Lamp wattage 35W
Width 76 mm
Height 77 mm
Net weight 0,82 kg MATERIAL
Cover material PCi - Polycarbonate
structured inside
ASSEM BLY AND MA NTENANCE Housing material PC-Polycarbonate
Optional mounting type Pendulum mounting Housing colour white
Standard mounting Ceiling, horizontal wall
LIGHT SOURCE CAPACITY
Luminaire type LED Tube T8 outdoor area Protected outdoor area*
Number of light sources | 1 Rebuildable false
LED rows | lamps IK-Impact resistance IK08
Control gear yes, by qualified person Protection class (IP) IP65
e?<changeable - Use in animal husbandry  not suitable
Light source yes, by qualified person Vandalism protection false
exchangeable
Warranty 3 Years

LIGHTING EGINEERING

Light distributor none
Light distribution wide beam

max. lowest temperature  -20 °C
max. highest temperature 35 °C
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TECHNICAL DATA

Dimming type

No dim function
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Filament test 850 °C

Protection class class |

Through-wiring mm? available as accessory

D-marking false

Voltage type acc. ETIM AC

IFS suitable false

Emergency light suitable  false

(EL)

PACKAGING

VPE 1
Unit Carton
Content quantity 1 Piece
Length 1,60 m
Width 0,80 m
Height 0,70 m
Weight 1,00 kg

VPE 2
Unit Pallet
Content quantity 126 Piece
Length 1,60 m
Width 0,80 m
Height 1,10 m
Weight 146,00 kg

FURTHER PRODUCT INFORMATION

REACH-Info
REACH-Listdate
Market labelling
Product labelling

false
2023-06-29
CE

RoHS, WEEE

Accessories (optional)

Article-No:  Designation

5552136 TW 3x1,5mm?
1,5M

* Protected outdoor area:

Set LUNA BL RETRO

a canopy protects the luminaire ofdirect solar radiation.

It is to be ensured that for mountingbeneath the edge,
the luminaire does not withstand heavyrainfall. Typically a
height difference of 0,5 times the roofoverhang compared
to the luminaire should not be exceeded.

The right of error and later technical developments is

reserved. 16.08.2023

Values may be extrapolated differently from TM21.
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